Station (AVS) plus the Print Release Station (PRS), two valuable systems
that permit Users to recharge personal accounts, as well as, navigate
pending print jobs in queue.

The MJP Kiosk B-1000 is equipped with:
¢ 1 LCD 15” Monitor
¢ 1 Integrated stainless steel keyboard with trackball
e 2 GFO speakers
e 2 sets of Lock keys
(Tech Access ‘back’ and Money Access ‘front’)
CPU (your own) __| * 1 Dual Head Swipe Reader to support card based logins

e

= Acoonix _ « 1 Bill Acceptor capable of accepting $1, $5, $10, $20
ST (1000 bill stacker)
Syt Reater UPS Battery __| ¢ 1 UPS Battery and 4 cooling fans

COMMON LOCATIONS: N

15" Monitor Keyboard and Trackball _| ¢ University and College Computer Courtyard and/or Labs
+f Media Centers and Public Libraries
« Student Print-Copy Centers

SPECIFICATIONS:

Station Name _|

ARC H ITECTU R E Dimensions: Height: 70"  Width: 20"  Depth: 12" Weight: 225 Ibs
Primary Server MJP Kiosk B-1000 Network Connectivity: TCP/IP via Computer Ethernet Port
ol yio horts o Liohlicpeabinb b omdntierlcd LCD Monitor: Dell 15-inch (1024 x 768) 75Hz .297mm TFT Flat Panel Display

Key Board: Metal Keyboard with Mouse Wheel
Speakers: GFO8Q,923TV
Swipe Reader (MAGTEC Reader): USB Dual-Head 3 Track Black M (ABA)
Bill Acceptor APEX RS-232 Interface to USB ($1, $5, $10, $20)
(500 and 1000 bill stacker):
Kiosk computer requirements Minimum Specs (Win 2000, XP, RAM: 512MB, HD: 20GB)
(Standard Commodity) Max. Dimensions (H: 20", W: 15", D: 8")
Kiosk Power 120 VAC, 60 Hz, 5 A, 300 W
Back-UPS AC Output (Back up): 120 VAC, 60 Hz, 4.2 A, 500 W (20 min)
Back-UPS AC Output (Surge): 120 VAC, 60 Hz, 12 A

Office: 1.800.236.8499 ¢ info@mjprintcontrol.com ® www.mjprintcontrol.com




